TYPE: TWIN ENGINE
CREW: 2
PASSENGERS - 0

To gain entrance to the cockpit area,

both the pilot’s and copilot’s/gunner’s
canopies open on the right side of the
aircraft.

WARNING
In case of fire, the safest approach
to the AH-64 helicopter, which may be
armed, would be toward its side.

CAUTION
The AH-64 helicopter is equipped with
explosive charges in the canopy for
emergency exiting. It could be hazardous
for ground crew if they are in the canopy
fragment area when the systems are
activated using either the internal or
external canopy jettison handles.

If the canopy fails to open, use external
canopy jettison system or break canopy.

CANOPY JETTISON AREA

A DANGER

TAIL ROTOR

J

FLARE/CHAFF
DISPENSER
BOTH SIDES

FIRE ACCESS
PANEL

w\

PILOT CANOPY

EXTERNAL
CANOPY
JETTISON
HANDLE

HYDRAULIC =
OIL RESERVOIR

JETTISON HANDLE 7

BOX OIL RESERVOIR
BOTH SIDES

FIREMAN IN

FIRESUIT ~___

RECOMMENDED

AVENUE OF APPROACH

FOR RESCUE ‘

BATTERY —
COMPARTME
ENGINE/NOISE GEAR-

CAUTION

MAIN ROTOR
BLADES

ROCKETS/
MISSILES

MISSILE
ARM/SAFE
SWITCH

ROCKET POD
ELECTRICAL
DISCONNECT

FUEL CELL
AFT 220 GALS

NORMAL CANOPY HANDLES
(RIGHT SIDE ONLY)

CANOPY SIDE PANELS

JETTISON TO ACTIVATE:
*OPEN COVER
*ROTATE LEVER 90
*PUSH IN

N

L Y
\LASER

CHAIN GUN
30mm AMMO

CONVEYOR RIGHT
SIDE ONLY

LS. ARMY I:ﬂMIIMHEAIIINESS GENTER

FUEL CELLS
FWD 155 GALS



